
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

  

 

COMERCIAL DE MAQUINARIA ALZIRA S.L. Pol. Ind. 1 C/ Moliners, 10 46600 ALZIRA (SPAIN) 

E-mail info@cmamachines.com  http://www.cmamachines.com 
 

Filiale Italia: CMA ITALIA SAS DI GEROSA CHRISTIAN E C. Via A. Volta, 35  23845 Costa Masnaga (LC) 
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TAPPING IS A PROBLEM / ROSCAR ES UN PROBLEMA / GEWINDESCHNEIDEN IST EIN PROBLEM 

 

MODELLO PNEUMATICO/PNEUMATIC MODEL/MODELOS NEUMATICO/PNEUMATISCHE MODELLE 

 

Modello 

Model 

Capacità 

Capacity 

Mandrino 

Chuck 

R.p.m. 

u/min 

Peso 

Weight 

RS-2.400 M2-M12 N°1-Ø 19 400 15 Kg 

RN-12.400 M2-M12 N°1-Ø 19 400 25 Kg 

RNRM-12.400* M2-M12 N°1-Ø 19 400 26 Kg 

RNR-20.400 M3-M24 N°2-Ø 31 400/115 26 Kg 

RNRM-20.400* M3-M24 N°2-Ø 31 400/115 27 Kg 

* Macchina dotata di testa orientabile (0-360°) 

* Machines equipped with multiposition head (0-360°) 

 

 

MODELLO ELETTRONICO/ELECTRONIC MODEL/MODELOS ELECTRONICO/ELEKTRISCHE MODELLE 

 

Modello 

Model 

Capacità 

Capacity 

Mandrino 

Chuck 

R.p.m. 

u/min 

Peso 

Weight 

RER-24C M3-M24 N°2-Ø 31 500/140 30 Kg 

RERM-24C* M3-M24 N°2-Ø 31 500/140 35 Kg 

* Macchina dotata di testa orientabile (0-360°) 

* Machines equipped with multiposition head (0-360°) 

* Tavolo 800x600 mm in ghisa grigia con cave a T (Optional) 

* Table 800x600 mm cast iron with T form canals (Optional) 

 

MODELLO IDRAULICO/HYDRAULIC MODEL/MODELLOS HYDRAULICOS/HYDRAULISCHE MODELLE 

 

 

 

 

 

 

 

 

  

 

 

Modello 

Model 

Capacità 

Capacity 

Mandrino 

Chuck 

R.p.m. 

u/min 

Peso 

Weight 

GH-20D 

GHM-20D* 
M3-M24 N°2-Ø 31 325 

165 Kg 

170 Kg 

GH-30D 

GHM30D* 
M4-M30 N°2-Ø 31 500/140 

170 Kg 

175 Kg 

GH-45D 

GHM-45D* 
M4-M45 N°3-Ø 48 475/105 

185 Kg 

195 Kg 

GH-60D 

GHM-60D* 
M6-M60 N°4-Ø 60 240/45 

200 Kg 

210 Kg 

RH-20D 

RHM20D* 
M3-M24 N°2-Ø 31 325 

320 Kg 

325 Kg 

RHR-30D 

RHRM-30D* 
M4-M30 N°2-Ø 31 500/140 

330 Kg 

335 Kg 

RHR-45D 

RHRM-45D* 
M4-M45 N°3-Ø 48 475/105 

345 Kg 

360 Kg 

RHR-60D 

RHRM-60D* 
M6-M60 N°4-Ø 60 240/45 

410 Kg 

420 Kg 

(D) Macchina dotata di variatore di velocità e lettura digitale 

(D) Machine equipped with inverter and digit readout 

* Macchina dotata di testa orientabile (0-360°) 

* Machines equipped with multiposition head (0-360°) 


