
STANDARD CONFIGURATION  
Pneumatic motor  

Triple adjustable arm 

Multi-position head 0°- 360° (mod.LCNM) 

Air set: regulator, manometer, filter and lubricant 

Quick change chuck for Bilz system collets 
Gearbox with two speed ranges 

Fixed mount  

Air consumption: 650 l / min 
Working pressure: 7 Kgr/cm2 
OPTIONS 
Set quick change collets M3-M20 
Drill chuck adaptors  

Threading die collets  

Magnetic base B1  

C-clamp mount  

Steel workbench 800x600mm  

Cast-iron workbench 800x600mm with 18mm T-Form canals  

Set of castors for workbench  

Magnetic positioner 

Tapping lubrication spray system  

Model Speed 
(rpm) Chuck size Capacity Warking area mm 

 TYPE FIXED HEAD WITHOUT WORKBENCH  

LCN20 250+90 2Ø31 M3-M20 26 Kg 

  
LCNM20 250+90 2Ø31 M3-M20 27 Kg 

TYPE MULTI-POSITION HEAD WITHOUT WORKBENCH 

Norm Din ○ □  Diameter Norm Din ○ □  Diameter 

M3 3.5 2.7 1Ø19 M12 9 7 2Ø31 

M4 4.5 3.4 1Ø19 M14 11 9 2Ø31 

M5/6 6 4.9 1Ø19 M16 12 9 2Ø31 

M7 7 5.5 1Ø19 M18 14 11 2Ø31 

M8 8 6.2 1Ø19 M20 16 12 2Ø31 

M10 10 8 1Ø19 Reducer 2/1     Ø31-Ø19 
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