
STANDARD CONFIGURATION  
Hydraulic unit integrated into the workbench 

Electric motor power 4 kw  

Cast-iron workbench 800x600mm with 18mm T-Form canals  

Multi-position head 0°- 360 (mod.RHM) 
Quick change chuck for Bilz system collets 

Speed regulator independent (forward and reverse) 

Tapping lubrication spray system  

Touch screen programming:  

 - manual function 

 - helicoid insertion function 

Digital readout 

Magnetic positioner 

OPTIONS 
Set quick change collets M3-M24 
Drill chuck adaptors  

Threading die collets  

Magnetic base B1  

C-clamp mount  

Cast-iron workbench 1000x680mm with 18mm T-Form canals  

Fixed lateral workbench with T.Form canals 680×360mm  

Set of castors for workbench 

Fixed lateral workbench with T.Form canals 600×360mm  

 - automatic function (down-stop-inversion in automatic) 

Triple adjustable arm 

Gearbox with two speed ranges  

Fixed mount  

Coolant pump and tank 

Model Speed 
(rpm) Chuck size Capacity Working area mm  

 TYPE FIXED HEAD WITH WORKBENCH   
RHR24D  750/185 2Ø31 M3-M24 1800 
  
RHRM24D  750/185 2Ø31 M3-M24 1800 

TYPE MULTI-POSITION HEAD WITH WORKBENCH  

Norm Din ○ □  Diameter Norm Din ○ □  Diameter 

M3 3.5 2.7 1Ø19 M14 11 9 2Ø31 

M4 4.5 3.4 1Ø19 M16 12 9 2Ø31 

M5/6 6 4.9 1Ø19 M18 14 11 2Ø31 

M7 7 5.5 1Ø19 M20 16 12 2Ø31 

M8 8 6.2 1Ø19 M22/24 18 14.5 2Ø31 

M10 10 8 1Ø19 Reducer 2/1     Ø31-Ø19 

M12 9 7 2Ø31     
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Headquarters: Via A. Volta, 39 -23845 Costa Masnaga (LC) 

Operational Headquarters: Via Donatori di Sangue, 8/10 -22060 Arosio (CO) 
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